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Standard version Lubricator Lubricator Lubricator

Type L4 L9 L18

Application Ultimaz/Servojet/Microjet Servojet/Microjet/Minijet Microjet/Minijet/
Cablejet/Superjet

Cable dia. [mm] 0.8-4 1-9 4-18

Duct OD [mm] 3-12 4-16 7-50

Max. air pressure [bar] 16 16 16

Dimension of apparatus l x w x h [mm] 170 x 50 x 46 131 x 68 x 108 178 x 115 x 151

Dimension of apparatus with case l x w x h [mm] 450 x 370 x 110 450 x 370 x 110 600 x 400 x 135

Weight of machine [kg] 0.6 1.1 5.0

Total weight [kg] 2.9 3.4 11.0

Standard equipment:
1 box for the Lubricator and its
   accessories
1 set of tools
1 set of sponge cartridges for cable
1 set of sponges (20 units)
1 bottle of lubricant
1 operation and maintenance manual

Lubricators are an accessory designed for the continuous lubrication of cables for longer installation distances at
higher installation speed. They can be used in conjunction with all Plumett jetting equipment.

Lubricator L9 Lubricator L18Lubricator L4

Specifications are subject to change without notice

To be connected with a
piece of duct to the jetting
equipment

To be connected with a
piece of duct to the jetting
equipment

To be connected directly to the
Microjet or with an adapter to the
Servojet or the Minijet
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MAIN ACCESSORIES

Applications of the Lubricators

lubricant improving Jetting performance for
micro-ducts OD 3.0 to 16.0 mm

Micro Jetting Lube, Jetting Lube,
lubricant improving Jetting performance for
ducts OD 20.0 to 50.0 mm
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